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Chapter i. HOW TO PLAN AND PREPARE AN EXERCISE 

1. STARTING POINT. Enlist a group of 6 to 20 
or more interested persons and have all partici- 
pants read this guide. This can be done prior 
to or at the first meeting of the group. 

2. MINIMUM ORGANIZATION. 

a. The Group Leader (,one) will direct the 
overall planning, preparation, execution, and 
final critique of the exercise. During the actual 
exercise, the group leader should locate his C.P. 
or command post (see area map on page 5 1 
in a position where he can observe all of the 
activities. He will direct the team leaders to 
perform each step of the exercise at the appro- 
priate time. The group leader will make the 
decisions for the group that cannot be deter- 
mined by team leaders. He will work closely 
with his monitoring team leader, who will keep 
him advised of the radiation situation, enabling 
him to make command decisions involving the 
safety of personnel and the extent or degree 
of decontamination required. The group leader 
should have a positive knowledge of the basic 
problems created by the radiation hazard. If 
not, he must rely on his monitoring team leader 
for technical advice in all decision making. 

b. The Monitoring Team Leader (one) will 
be responsible for obtaining and evaluating the 
radiation levels in the working area: 

(1) He will instruct his team members in 
the techniques of their specific duties and keep 
the group leader and team leaders supplied 
with pertinent radiological information through- 
out the exercise; 

(2) he will determine average levels of radi- 
ation for the working area and for aircraft to 
be decontaminated ; 

(3) he will al so calculate the “stay times” 
for various crewrnembers to avoid exposure be- 
yond the allowable dose limits established for 
the exercise ; 
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(4) he and his team members will act on 
orders from the group leader; and 

(5) he will also be responsible for main- 
taining records of individual dosages for all 
members of the group. 

C. The Decontamination Team Leader (one) 
will be responsible for decontamination opera- 
tions on the aircraft, equipment, and personnel. 
He will instruct his team members in the tech- 
niques of their specific duties. He and his team 
will act on orders from the group leader and 
will be governed by information received from 
the monitoring team leader pertaining to “stay 
times” for his crewmembers. 

d. The Security Team Leader (one) will be 
responsible for enforcing the use of the CON- 
TROL POINT as the ONLY entrance and exit 
between the “hot” area and the “clean” area. 
His team will be on constant alert to prevent 
interference with the operations and to help en- 
force commands of the group and team leaders; 
he will also instruct his own team members in 
their specific duties. 

e. Assign Remaining Members of th,e group 
to one of the three teams. 
3. EQUIPMENT. Review the equipment list in 
Appendix I and make assignments of specific 
equipment items for individual members to ob- 
tain. for the group prior to the exercise. 

4. CHOOSING AN AREA. Select a suitable area 
on the airport for decontamination work and 
consult with the airport manager to obtain his 
approval. 

a. Good drainage is the most important factor 
to consider. Without satisfactory drainage, the 
contaminated runoff water must be collected, 
pumped into containers, and transported to an 
approved burial site, which is a tedious and 
difficult method of disposal. If the ground is 
unusually porous, a large amount of runoff 
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water will seep down to lower levels where 
danger of harmful levels of radioactivity at 
the surface will be negligible. If sewer-type 
drains, built into a hard-surfaced area, will re- 
move the contaminated water to a safe area 
(where persons will not be affected by the con- 
centration of radioactive material), this method 
is ideal. If there is a collection or pool of con- 
taminated water as a result of inefficient drain- 
age, monitoring the pool will be necessary to 
determine if removal or a covering tiith several 
inches of earth is necessary. 

b. The immediate area where the aircraft is 
to be decontaminated need be only slightly 
larger than the wing span or overall length of 
the aircraft. The ID,EAL “washrack” area 
would be saucer-shaped, hard-surfaced, with a 
drain near the center, carrying all runoff water 
to a point some distance away, depositing the 
contamination three or more -feet below the 
surface. (If you have any questions or doubts 
about your drainage area, it is suggested that 
you discuss this matter with your local Civil 
Defense Director.) A large tarpaulin can be 
laid on sloping ground in lieu of a hard-sur- 
faced washrack. The runoff water can be di- 
rected from the lower edge of the tarpaulin #into 
a drainage ditch or hole for burial purposes. 

c. Criteria for a good decontamination site. 
(1) Best possible drainage. 
(2) Hard surface with drain or very porous 

soil. 
(3) Close proximity to water supply. 
(4) Isolated 500’ to 1,000’ from other air- 

port activity. 
(5) Sufficient space for all the working 

areas shown on the “Typical Area Sketch Map.” 
(For practice purposes, the area might be lo- 
cated at any usable portion of the airport; how- 
ever, the airport manager may prefer to start 
developing a permanent location for decontami- 
nation work and desire that the exercise be held 
at that preselected location.) 

5. PLANNING AREA UTILIZATION. Draw a sketch 
map of the area selected showing the location 
of the washrack, hot and clean areas, etc. Using 
the sketch map on page 5 as a guide, prepare 
a sketch showing the general “layuut” for your 
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particular exercise area and reproduce it so that 
all members of the group will have a copy and 
become familiar with the plan before the exer- 
cise. The area plan should be oriented on the 
day of the exercise to accommodate the exist- 
ing wind direction. The “clean” area should be 
upwind of the “hot” area so that any dust or 
contaminated water spray from the “hot” area 
will not be blown across the “clean” area. 

6. SEmlNG UP A PROBLEM. Specific ground rules 
and limits must be established to perform the 
exercise both practically and effectively. Keep 
the practice problem simple. Use only one light 
aircraft. Assume the following conditions in 
your problem : 

a. Assume the aircraft escaped blast and 
thermal damage but was covered with fallout 
where it was parked. 

b. Assume the entire land area is contami- 
nated; however, a few days after the fallout 
ceased, natural decay has reduced the level of 
radioactivity so that it is safe to begin recovery 
operations with limited “stay times.” 

C. Assume a decontaminated “clean” path has 
been prepared for personnel and vehicles ex- 
tending from the shelter to, and including, the 
assembly area. Also assume that the entire 
“clean” area is decontaminated. This will pro- 
vide working room. In a real situation, the de- 
contamination process might have to begin at 
the exit of the shelter before any personnel or 
equipment proceeded to the decontamination 
site. 

d. Assume a buffer zone is cleaned beyond 
the limits of the cleaned areas shown on your 
sketch map, making it safe to occupy all of the 
“clean” areas. For ALL exercises, use the fol- 
lowing allowable limits : 

(1) Maximum limit of dosage for any in- 
dividual shall not exceed 14 mr. during one 
exercise, or in any one day, if more than one 
exercise is attempted the same day. (Normally 
only one exercise is held in any one day.) As 
an extra safety measure, this 14 mr. limitation 
<is only 1/3 of the allowable dose for training 
purposes, Office of Civil Defense (OCD) , Tech- 
nical Bulletin 11-l. In actual emergencies, much 
higher exposures are likely to be required. 
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(2) After completing decontamination of an 
aircraft, at no point on the aircraft will a reading 
of more than 0.5 mr/hr. be acceptable. (Lower 
readings can be expected as a result of a thorough 
scrubdown.) 

(3) Outer (protective) clothing should be 
decontaminated to a maximum permissible 
reading of 0.5 mr/hr. 

(4) Parts of the body and any clothing worn 
under the protective clothing should not exceed 
0.3 mr/hr. Respiratory protective devices 
should be cleaned to a maximum reading of 0.3 
mr/hr. Remove the canister, before washing the 
respirator, to avoid damage to the filter ele- 
ment. (Do not let water enter the air intake 
end of the canister when washing, otherwise 
the full mask must be washed inside and out.) 

(5) The monitoring team leader should pre- 
pare slips of paper on which the moni.tors will 
find figures representing four “assumed” levels 
of radiation - one for each of the four direc- 
tions (North, South, East, and West) which 
they will face when taking area readings. The 
monitors will average these figures and enter 
the average for the quadrant on the monitor- 
ing report form used during the exercise. For 
example, the “hot” area can be roughly divided 
into four quadrants. The monitors will proceed 
to the center of each quadrant and enter the 
average of all four “assumed” levels of radio- 
activity in the appropriate place on the sketch 
map, thus simulating the taking of actual read- 
ings. (CAUTION: Monitoring of aircraft and 
all personnel returning from the “hot” area to 
the “clean” area must be done by instrument. 
Only the background levels should be simulated 
or assumed. If used, radioactive uranium-ore 
sand will register on the instruments when 
monitoring a contaminated aircraft or person- 
nel who have been contaminated. DO NOT 
SIMULATE THE READINGS FOR EITHER 
THE AIRCRAFT OR PERSONNEL?). 

1 In Chapter 2, Phase II, Paragraph 24, you are di- 
rected to multiply the actual aircraft readings by 200. 
This is an exercise procedure which is necessary in 
order to have a mathematical figure which is large 
enough so that you can sub&& the ~assumed back- 
ground radiation figure to obtain the aircraft level. It 
is suggested that the “hot” area background radiation 
level readings for the various quadrants be preset for 
the exercise somewhere in a 10-30 mrhr. range. 

7. SETTING EXERCISE TIME AND ‘DATE. Coordinate 
the selected exercise time and date with the 
airport manager, control tower, fire chief, and 
others as necessary.--. 

8. PRE-EXERCISE TRAINING. The monitoring team 
leader, security team leader, and decontamina- 
tion team leader should instruct their respec- 
tive team members in their duties, and in the 
methods, techniques, and safety measures to 
be observed. Team leaders should meet with 
their team members (crews) before the exer- 
cise in a pre-exercise training session. 

a. The Monitoring Team will be taught to 
read instruments, and the use of forms for re- 
cording their readings, and they should be 
given practice in wearing and adjusting pro- 
tective clothing. The monitoring team leader 
should underscore all passages in this guide 
which apply to the monitors’ specific duties and 
review this material with his crew. 

b. The Decontamination Team leader will 
instruct his team in the techniques to be used, 
as described in this guide, the precautions to 
be taken to control the spread of contamina- 
tion, and the proper use of protective clothing. 
He should underscore specific passages in the 
manual related to his team’s duties and review 
the items with ‘his crew. 

c. The Security Team personnel must have 
a thorough understanding of the area sketch 
map and be aware of the seriousness of their 
responsibility for keeping all personnel from 
wandering aimlessly about the area or from 
using any crossing points other than the CON- 
TROL POINT in traversing between the “hot” 
and “clean” areas. It should be stressed that 
security personnel may be of assistance to all 
participants by observing their movements and 
calling attention to actions which might either 
endanger the participants or create problems of 
cross-contamination. 

d. Members of ALL teams are to be taught 
radiological safety procedures. External radia- 
tion originates from a radioactive source out- 
side the body. For example, gamma radiation 
from a piece of radioactive material outside the 
body is external radiation, since radiation pass- 
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es from the material through the body. On the 
other hand, alpha particles do not penetrate 
the skin and, therefore, are not an external 
hazard. The danger from alpha particles occurs 
when they are ingested by breathing, eating, 
drinking, or if they enter through an open 
wound. External radiation can come from radio- 
active fallout or other radioactive materials. 
Protection against external radiation consists 
of one or a combination of’ three factors - 
TIME, DISTANCE, and SHIELDING. 

(a) Time as a factor is easily understood. 
The dose received, equals rate multiplied by 
time. Therefore, it is important that the time 
spent in a radiation area be kept to the mini- 
mum necessary to do the job. If the rate of 
radiation is 50 mr/hr., an exposure for one 
hour would give a person a dose of 50 mr. An 
exposure for l/2 hour would give only a 25 mr. 
dose. 

(b) Distance is often the best protection 
available. For example the radiation received 10 
feet from a radioactive point source would be 
approximately l/lOOth of the radiation received 
at a distance of one foot. This is one reason 
for recommending the use of a long-handled 

brush during scrubdown, so that the operator 
can stand as far as possible from the source 
of radioactivity. 

(c) Shielding material must be dense to 
be effective for most external radiation. Con- 
crete and heavy metals are very effective 
shields. If it is possible for the participant to 
carry on his work in a position where concrete, 
iron, steel, etc., are between his body and the 
source of radiation, this should be practiced. 
However, it may not be possible for the parti- 
cipant to remain completely shielded and also 
accomplish his objective. During rest periods, 
crewmembers should take advantage of the 
shielding afforded by a vehicle, such as a water- 
tank truck, as well as the protection of distance. 
Normally, the most readily available protection 
is a combination of time and distance. Personnel 
should stand as far from the source of radiation 
as possible and remain in the area the shortest 
time possible. All decontamination and monitor- 
ing personnel must enter and leave the con- 
taminated area through a single CONTROL 
POINT in order to control the monitoring and 
to reduce cross-contamination. This point must 
be stressed. 
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9. ASSEMBLY. All personnel and equipment 
should move into the “clean” assembly area 
via the previously decontaminated path leading 
from the shelter. Be certain that the group 
understands the problem and all assumed con- 
ditions of the exercise. Emphasize the locations 
of the stations, washrack, and outer limits of 
the area, etc. (It is advisable to place tem- 
porary stakes at the four corners of the area, 
and at station locations. If possible, the area 
should be roped4 to indicate boundaries.) 
10. SECURITY PERSONNEL. Post security person- 
nel around the assembly area to keep people 
inside the “clean” area. 

11. EQUIPMENT. Check the equipment for ade- 
quacy and completeness. 
12. CLOTHING. Issue personal protective cloth- 
ing and equipment to monitors and decontami- 
nation team members; issue arm bands and 
dosimeters (if available) to all personnel. 
13. FINAL BRIEFING. The entire group should be 
briefed by the group leader to explain, in se- 
quence, the order of procedure for the exercise. 
This is an oral “dry run” of the exercise to 
let everyone visualize the process. It will help 
reduce possible confusion and error. Do not 
actually use any equipment during the dry run. 
The final briefing may also be used to clear 
up a variety of last minute items. 

a. If the teams or any of their members 
have not practiced “dressing out” in their pro- 
tective clothing, this practice should be part 
of the final briefing. 

b. If any last minute changes in the orienta- 
tion of the area are required due to wind shift, 
this is the time to do so. 

c. Last minute individual assignments can 
be made or changed at this time. 
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d. Questions from the group should be en- 
couraged, to be certain that every team mem- 
ber understands his assignment. 
14. DRESS OUT. When decontaminating aircraft, 
team members must wear protective clothing, 
which they should now put on under super- 
vision of their team leader. The object is to 
keep the contaminated water from soaking 
through to, or touching, the skin. Gamma rays 
cannot be prevented from penetrating the 
clothing (one reason for limiting “stay” or 
“exposure” times), but beta particles, which 
will cause severe burns, can be kept from 
reaching the skin by wearing the proper 
clothing. The inhalation of dust or contami- 
nated water spray can be prevented by wearing 
a face mask. Water-repellent clothing permits 
washing off the particles which emit gamma 
rays, thus reducing the exposure of the person 
wearing the protective clothing. When “dress- 
ing out,” observe these simple procedures : 

a. Make all joints of two-piece protective 
clothing overlap from top to bottom. 

b. Keep the head covering outside the jacket; 
the sleeves outside the glove cuff; and the 
trouser-leg bottom outside the boot top, so that 
water will run off rather than run down inside 
the clothing at the neck, wrists, or ankles. 

c. The clothing should be closely taped at the 
juncture of the sleeves and rubber gloves, at 
the edges of the face mask, and at any points 
where water might splash or run inside. 

d. Cover all buttons, seams, side vents, or 
small holes in clothing with masking tape. 

e. Seal all locations with tape at points 
where dust or water spray could enter. 

f. Leave a one-inch fold-over tab on the ends of 
the tape. (This makes it easier to remove the 
tape with the bulky protective gloves, which are 
the final items of protective clothing to be 
removed.) 
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15. TAKE STATIONS. All three teams should now 
move from the assembly area to their respec- 
tive team stations. At the same time, move 
all decontamination equipment to the team 
stations. Team stations are located in the 
“clean” area because : 

a. It provides team members with a pro- 
tected area to which they can retreat when 
they are not working. (This gives them the 
added protection of the distance between the 
station and the source of radiation.) 

b. All personnel should be exposed to radia- 
tion as little as possible and for the shortest 
possible period of time. 

c. Once the exercise has started, strict en- 
forcement of NO SMOKING, EATING, or 
DRINKING rules must be observed in the 
working areas, as well as in the team stations. 
(The ban can be lifted when personnel have 
been cleared AFTER their final monitoring.) 

16. MONITOR “HOT” AREA. ?tvo or more moni- 
tors will now make a survey of the “hot” area 
and record their “average” readings on their 
copies of the sketch map, indicating where the 
readings were taken. Monitors will return to 
the CONTROL POINT and give the maps to 
their team leaders. 

a. The method for “area monitoring” differs 
somewhat from “equipment” and “personnel” 
monitoring. In area monitoring, readings are 
taken at a level 3 feet from the ground. 

(1) The instrument or-if so equipped- 
the probe is held parellel to the ground with 
the shield open. 

(2) The monitor proceeds to the center of 
a particular quadrant and takes four readings, 
facing the North, South, East, and West to 
take the separate readings, aft,er which he av- 
erages them and records the average figure on 
the sketch map for that particular quadrant 
reading. 

(3) Although monitoring is done as quickly 
as possible to avoid excessive exposure; in a 
real situation, much depends on the ACCU- 
RACY of these readings. Therefore, the monitors 
should take sufficient time to assure a steady 
needle reading or, if the needle refuses to stop 

oscillating, decide on the average needle read- 
ing and use that figure. 

(4) Monitors should visually spot the ap- 
proximate centers of the quadrants before 
leaving the CONTROL POINT so that they can 
walk unerringly to their check point. Aimless 
wandering in a radiation field should be avoid- 
ed. This part of the exercise should emphasize 
practice in monitoring an area with minimum 
exposure of personnel. 

b. After the “hot” area is monitored, the 
monitors return to the CONTROL POINT 
rather than to their respective stations. Be- 
cause no decontamination equipment has yet 
been moved into the “hot” area, there is no 
way to wash down the monitors in the event. 
their clothing has become heavily contami- 
nated. If the “hot” area radiation level during 
an actual situation were high enough to neces- 
sitate the return of these men to their stations, 
all procedures would be delayed until a unit 
of decontamination equipment had been moved 
into the “hot” area so that th.ese monitors 
could be rinsed off. In this type of situation, 
it is ideal to have a portable shower unit. 
However, the exercise can be accomplished 
without these facilities. If you are equipped 
to include personnel showering as part of your 
exercise, the following information will be 
helpful : 

(1) A special area should be provided for 
personnel to remove contaminated clothing be- 
fore entering the showers. (Ordinary metal trash 
cans ‘with covers may be provided as clothing 
receptacles. Personnel without protective cloth- 
ing should not be permitted within this con- 
taminated area). The showers should be located 
in a buffer or transit zone between the con- 
taminated and uncontaminated areas. 

(2) Normally, the same procedures that 
remove ordinary dirt from the body will also 
remove radioactive contamination. 

(3) Personnel should use an abundance of 
soap and water, thoroughly scrubbing the body, 
hair, hands, and fingernails. 

(4) After the shower, personnel should be 
monitored and any residual contamination re- 
moved by spot-cleaning or further showering. 
(If a person has an injury or a wound, he should 
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make this fact known to medical personnel so 
that special medical precautions may be taken to 
prevent contamination of the wound during re- - 
covery operations.) 

(5) Following the shower procedure, a 
“clean” area for dressing purposes should be 
specified. At no time should contaminated per- 
sonnel or equipment be permitted in this area. 

17. CALCULATE AREA RADIATION. The monitor- 
ing team leader calculates the average level-of- 
radiation for the entire “hot” area and dispatches 
monitors to install the atom-marker signs. 

a. Calculate the Area Average by adding all 
the quadrant readings and dividing by the num- 
ber of readings used. The result will give the 
average area level figure. This will be used as 
the background level for the “hot” area, in- 
cluding the washrack. 

b. The Monitor Team Leader now calculates 
the “stay times” for the security team personnel 
and gives the stay-time figure to the security 
team leader. (Plan on posting security guards 3 
feet inside the atom-marker line on the “clean” 
side.) The monitoring team leader must con- 
stantly be thinking of exposure time for all 
personnel. If in doubt, he should call for a read- 
ing of the dosimeters on the individuals in ques- 
tion and, if necessary, take time to recheck his 
“stay-time” figures. This is one reason for not 
rushing through the procedure. THE SAFETY 
OF ALL PERSONNEL DEPE.NDS TO A 
LARGE EXTENT ON THE CARE AND AC- 
CURACY WITH WHICH BOTH EXPOSURE 
AND DOSAGE ARE KEPT UNDER CON- 
TROL. 

c. “Stay times” are calculated to determine 
the period that a person may remain in a given 
area at a given level-of-radiation without ex- 
ceeding his allowable dose limit. The problem 
sets the -dose limit at 14 lmr. per person. To 
calculate the area “stay time” for the monitor- 
ing and security teams, divide the figure 14 by 
the area-average level. This will give the num- 
ber of hours or fraction of an hour for “stay 
time.” Usually, the area level figure will be 
greater than the dose limit figure 14. For ex- 
ample, if the average area level is 56 mr/hr. 
and dose limit is 14 mr., then 14 divided by 
56 gives 0.25 hours. Thus the stay time would be 

l/s hour or 15 minutes. By using the same 
figure and checking with dosimeter readings, 
it can be determined if those monitors who were 
used in monitoring the..“hot” area in item 16 have 
consumed their allowable “stay time.” If they 
have, other members of the monitoring team 
will be used to conduct further monitoring op 
erations required in the steps to follow. 

18. POST SECURITY. The security team leader 
now posts his personnel at the CONTROL 
POINT and along the atom-marker line. (It 
would be possible to operate a decontamination 
area without security personnel but this would 
require the gamble of self-discipline on the part 
of all concerned.) Security personnel should 
stay within the bounds of the “clean” area at 
all times and control traffic through the CON- 
TROL POINT making sure that no person or 
equipment is permitted to leave the “hot” area 
without first being lmonitored. The posting of 
security personnel is done with the minimum 
number of guards possible. The reason for this 
is to conserve manpower and reduce the total 
exposure of security personnel. One or two 
security guards should be sufficient to handle 
the CONTROL POINT, and two or three se- 
curity guards can be assigned to patrol the 
remainder of the atom-marker line. The func- 
tions of the security team leader are to provide 
maximum safety at all times by: 

a. Using SECURITY PERSONNEL to pre- 
vent cross-contamination 

b. Using an ALERT SECURITY TEAM to 
provide an additional check on all safety meas- 
ures being used by monitors and decontamina- 
tion team members; and 

c. Using CAUTION in exposing oneself or 
others to unnecessary dosage. 

19. MONITORS - CONTROL POINT. The moni- 
tors are sent to the CONTROL POINT to 
monitor all personnel and equipment returning 
to the “clean” area from the “hot” area. (When 
not needed at the CONTROL POINT, the 
monitoring team leader and his crew may with- 
draw to the team station to reduce their ex- 
posure.) 

a. The monitors must know the techniques 
of monitoring both personnel and equipment: 
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(1) The monitors, with the backup of the 
security guard, must insist on monitoring any- 
thing or anybody moving through the CON- 
TROL POINT from the “hot” area to the “clean” 
area. * 

(2) The monitoring team leader, not the 
monitors, are to make the decisions in the re- 
quirement for the decontamination of equipment 
and personnel 
“clean” area. 

before they are cleared into the 

(3) The monitors call out their readings to 
their team leader when monitoring at the 
CONTROL POINT. 

(4) Other readings, such as the area read- 
ings and those taken on the aircraft, will be 
entered on the proper form and brought to the 
team leader. 

(5) When taking readings on personnel, use 
a type CD V-700 meter; open the beta shield 
on the probe. 

(6) DO NOT TOUCH THE PERSON BE- 
ING MONITORED 

(7) Direct hilm to raise his arms to a hori- 
zontal position and stand with feet apart so 
that all parts of his clothing and body can be 
monitored. 

(8) Hold the probe approximately one inch 
from the clothing or body being monitored. 

(9) DO NOT ALLOW THE PROBE TO 
TOUCH ‘TH,E BlODY ,OR CLOTHING. Monitor 
the face, neck, scalp, palms, and backs of hands, 
wrists, sleeves, chest, back, trouser seat, 
trouser leg, ankles, and shoes. 

(10) Detect the radiation by means of the 
headset. (You will not be able to observe the 
meter needle while you are watching the probe 
position in an effort to keep it from touching 
the body or clothing.) 

(11) When the “clicks” in the headset 
signal the presence of radioactive material, 
hold the probe at that point and observe the 
reading from the instrument dial before pro- 
ceeding. 

b. Equipment monitoring is essentially the 
sarne as personnel monitoring: 

(1) Localized or heavy contamination, in- 
dicated by high readings, will be noted by the 
monitoring team leader. 

(2) The monitoring team leader will ad- 
vise the decontamination team leader when 
further washdown is required, and will specify 
the particular parts of the equipment requiring 
additional attention. This will save water and 
cut down the exposure time of the personnel 
performing the work. 

20. CONTAMlNATlON OF AIRCRAFT. Two or 
more decontamination team members should 
now proceed to the parked aircraft, apply the 
uranium-ore sand, and return to their station. 
Contamination of the aircraft is accomplished 
by sprinkling the contaminated sand on the 
aircraft surface where fallout would most 
naturally be deposited on a parked aircraft. 
Since fallout settles by gravity, most of it may 
be found on the topside .of the horizontal sur- 
faces. 
areas 

Some fallout may be windblown .into 
where it becomes trapped by an oily or 

greasy film or in the heavy carbon area on the 
backside of the exhaust stacks. It will also 
collect in surface irregularities such as screw- 
heads, latches, edges of access plates, joints, 
seams, hinges, rough areas such as abrasive 
walkways, and around the window and door 
frames. Painted and unpainted aluminum sur- 
faces have similar affinity for contaminants. If 
the aircraft is clean to begin with, an oily rag 
may be used to prepare special spots on the 
surfaces where you may desire to make the sand 
adhere. Do not waste the sand by trying to 
hide it in out-of-the-way places. There are 
plenty of areas in the open which will give 
sufficient practice in decontamination for the 
first few exercises : 

a. It will take 10 pounds of uranium-ore sand 
for one exercise on one aircraft. Because this 
sand has such a low level of radioactivity, much 
more sand (by volume) is used in an exercise 
than normally would be deposited by fallout to 
give off an equal radiation intensity. 

b. Dampen the sand before handling. In the 
dry form, it will stir up clouds of dust which 
might be inhaled by unprotected personnel. It 
might also blow off the aircraft while taxiing 
to the washrack. For this reason, and also to pre- 
vent the sand from shaking off if it is necessary 
to taxi over rough ground, you may prefer to 
move the aircraft onto the washrack (see para- 
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graph 21) before applying the sand to the air- 
craft. 

c. It is recommended that the 10 pounds of 
sand be divided into several portions and applied 
to 8 or 10 different locations on the aircraft. 
Apply approximately one pound of sand over 
a 6- or 8-inch square area-about l/e of an inch 
deep. This should give readings between 0.15 
and 0.3 mr/hr. 

d. If, when monitored at the CONTROL 
POINT, these team members are contaminated 
above the acceptable limits (0.5 mr/hr.) for 
outer protective clothing, they cannot be cleared 
back to their station in the “clean” area. The 
men, will either have to remain there until the 
decontamination equipment is brought for the 
aircraft scrubdown or a special unit of equip- 
ment will have to be brought in. It is very 
possible that only their gloves will be contam- 
inated and a bucket of water will be sufficient 
to wash off the contamination. 

21. MOVE AIRCRAFT INTO POSITION. The pilot 
taxis the aircraft onto the washrack (facing 
the wind) and stops the engine. 

22. POSITION MONITOR. A monitor takes po- 
sition about 50 feet from the exit door of the 
aircraft, prepared to monitor the pilot. 

23. MONITOR PILOT. The pilot leaves the air- 
craft as soon as it is parked on the rack and 
approaches the monitor for personal monitoring. 
Readings are to be reported to the monitoring 
team leader who would, in a real situation, de- 
termine if the pilot required a change of cloth- 
ing, shower, etc. If the pilot is contaminated, 
he should be processed in the same manner as 
the decontamination team members who con- 
taminated the a.ircraft. (See paragraph 20d). 

24. MONITOR AIRCRAFT. Monitors are now dis- 
patched to take readings on the aircraft and 
return to their station via the CONTROL 
POINT. A report form should be designed for 
the monitors to use, similar to the sample 
Aircraft Monitoring Report form on this page. 
A list of suggested entries for monitoring are 
shown in the sample. You may desire to change 
or to add other entries due to the model of air- 
craft being used. 

Chap 2 
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a. The meters should show about 0.15 to 0.3 
mr/hr. Multiply this by 200 (for exercise pur- 
poses) and subtract the background figure. 
Enter the difference on the Aircraft Monitoring 
Report form. 

Example: Meter reading of 0.2 mr/hr. X 
200= 40, subtract the assumed back- 
ground level of 20 and enter 20 mr/hr. on 
the Aircraft Monitoring Report form. 

b. When monitoring the aircraft, keep the 
prube a constant distance (1 to 2 inches) from 
the surface. By maintaining this same distance 
when remonitoring the aircraft, a valid com- 
parison of first and second readings may be 
made for any area of the aircraft. Never allow 
the probe to touch a contaminated surface as 
some of the contamination could adhere to the 
probe. Thereafter, this contamination would 
result in false readings. If the instrument does 
become contaminated, it should be wiped off 
and monitored with another instrument before 
being used again. 

AIRCRAFT MONITORING REPORT 

AIRCRAFT IDENTIFICATION 

LOCATION ON A/C ,&,& Rzq R$+Q 

PROPELLER 

TOP ENGINE COWLING 

TOP RIGHT WING 

TOP LEFT WING 

TOP FUSELAGE 

LANDING GEAR RIGHT 

DATE TIME MONITOR 
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C. After completing their work, the monitors 
return to their station via the CONTROL 
POINT. If personal monitoring at the CONTROL 
POINT indicates their protective clothing has 
a reading of less than 0.5 mr/hr., they can 
proceed to their station. Otherwise, they will 
have to wait at the CONTROL POINT to be 
washed down before they return totheir station. 
(See paragraph 16.) 

25. CALCULATE THE STAY TIME. The Monitoring 
Team Leader now calculates the stay times for 
the decontamination crew members and gives 
a copy of the Aircraft Monitoring Report to 
the deconta.mination team leader. In order to 
figure decontamination crew member “stay 
time,” divide the average of the aircraft read- 
ings (multiplied by 200) plus background level 
into 14. 

Example: Instrument XI scale reading of 0.2 
mr/hr. X 200 = 40.0 mrbr. plus back- 
ground of 30.0 mr/hr. gives 70.0 mr/hr. 
which divided into 14 givas 0.2 hours or 12 
minutes stay time. 

Phase III 

26. FIRST SCRUBDOWN. The decontamination 
team now moves its equipment into the “hot” 
area to a position on the upwind side of the 
washrack and proceeds with its deconta.mination 
work, keeping in mind the following principles 
and procedures : 

a. General Principles 
(1) Radioactive material cannot be destroy- 

ed; most decontamination processes are de- 
signed for removal of contaminants from a 
surface or the removal of the surface itself. 
Radioactive material, at best, is merely moved 
from one place to another. 

(2) It is advisable to learn the basic *methods 
and techniques of exterior decontamination 
work first and attempt interior decontamination 
later. 

(3) Clean water is a precious commodity in 
an emergency; therefore, learn to conserve it. 

(4) Remove contamination with a minimum 
amount of water and with a minimum exposure 
of personnel to the radiation. (This includes 
spraying or splashing of contaminated water on 
personnel.) 

(5) When removing the aircraft contami- 
nant, use great care to control the runoff water 
(which contains a concentration of radioactive 
material) from the aircraft. Theneed for care 
in this cannot be overemphasized. 

(6) When washing down aircraft remove 
the pressure hose nozzle, using a flow-on appli- 
cation of the water, since direct pressure will 
damage light aircraft coverings. (This also re- 
duces the amount of water splashed and sprayed 
around the area, and will help to reduce the 
spread of the contaminated material as it is 
loosened and washed from the surfaces of the 
aircraft.) 

(7) Cover any accumulated contaminant 
with earth to provide a greater protective factor. 
This lessens danger to personnel in the vicinity. 
Burning or other common means of destruction 
are futile with radioactive materials. Burial be- 
neath the earth’s surface provides the best 
known method of disposing of such material. 

b. External Decontamination 
(1) Position the decontamination equipment 

upwind from the aircraft to reduce the amount 
of spray or splashing of contaminated water on 
the equipment. On windy days, spray from a 
careless application could be wind-blown several 
hundred feet. 

(2) The monitors’ report will most likely 
show a concentration of radioactivity in greasy 
or oily locations which will necessitate scrubbing 
with brushes and the use of rinse water. 

(3) Use long-handled brushes for scrubbing 
operations to permit decontamination personnel 
to stand as far. as possible from the aircraft, 
giving them the added protection which distance 
provides. 

(4) Mix soap or detergent into one or more 
buckets of water and carefully dip the brushes 
into this soapy water and apply to the aircraft. 

(5) Scrub the surface and make certain that 
the oil or greasy film is loosened and prepared 
for rinsing off by hose. On smooth clean sur- 
faces, fallout is easily removed by a flow-on 
application of water. 

(6) Apply water to the surface of the air- 
craft, working from top to bottom and front to 
rear (assuming the aircraft is parked facing 
the wind.) Decontamination crew members 
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should stand windward of all scrubbing and 
hosing operations. 

(7) Play the water directly on the contam- 
inated surface so that contamination is removed 
with a minimum of wasted water and a mini- 
mum of splash. 

(8) Apply hose water at an angle of ap 
proximately 30-40 degrees, pointing down-wind. 
A sharp angle, such as 80-90 degrees, will splash 
and spray contaminated water back onto areas 
previously cleaned. 

c. Interior Decontamination 
(1) Interior decontamination is more diffi- 

cult to accomplish than exterior decontamina- 
tion. Decontamination of the interior of aircraft 
can be started by using a vat ,uum cleaner to 
remove loose radioactive debris and dust, prin- 
cipally in corners and in locations that are dif- 
ficult to clean. The monitors can poinpoint the 
locations of radioactive dust concentration. 
Great care must be taken in handling the vacuum 
cleaner after usage. Contents of the disposal 
bag containing the radioactive material should 
be disposed of as solid waste material, preferably 
by burial. Although special filters might not be 
required for the vacuum cleaner as used in’ the 
exercise, such filters would probably be essential 
for actual emergency conditions. 

(2) After the interior of the aircraft has 
been vacuumed, part of it, depending upon the 
construction materials, may be scrubbed with 
a solvent, using soft fiber brushes or wiping 
rags. A detergent and water wipedown may be 
used in the cabins of the aircraft. The direct 
application of a water hose in aircraft 
is undesirable for obvious reasons. 

interiors 

27. CLEAN PERSONNEL AND WASHRACK. Before 
leaving the washrack, the decontamination team 
should hose down or rinse off each other and 
then hose or wash the runoff water (which 
usually collects under the aircraft) down the 
drain. It may be necessary to wait a few minutes 
until the runoff water has stopped (or nearly 
stopped) dripping from the aircraft. Personnel 
will then return to their station via the CON- 
TROL POINT where a monitoring check will 
determine if they require further rinsing off 
before being permitted to proceed to the clean 

28. REMONITOR AIRCRAFT. Monitors will now 
remonitor the aircraft, entering their readings 
in Column 2 of the report form, and then return 
to their station and give the readings to their 
team leader. The instrument readings taken by 
monitors ,are to be multiplied by 200, as before, 
with the washrack background figure sub- 
tracted. (See paragraph 24.) 

29. DETERMINE IF SECQND SCRUBDOWN NEEDED. 
The team leader determines if the aircraft is 
now above or below the established limits of 
permissible radiation. The team leader advises 
the group leader of the results, and the group 
leader will determine if a second scrubdown is 
necessary. (Do not forget that the aircraft read- 
ings have been multiplied by 200. Thus, they 
must be corrected before comparing the final 
decontaminated aircraft reading with the .05 
mr. allowable limit. .This limit is set only for 
purposes of the drill. Under emergency condi- 
tions, much higher limits may be appropriate 
as discussed in the FAA Publication “Radio- 
logical Protection and Decontamination of Civil 
Aircraft.“) 

30. SECOND SCRUBDOWN. If required a second 
scrubdown will be limited to those areas requir- 
ing special attention. The monitoring team 
leader will advise the decontamination team 
leader of the location of these areas of remaining 
radiation activity. Care will be taken not to 
spread contamination (by water smear) to other 
parts of the aircraft previously cleaned. Clean 
the washrack and personnel as previously de- 
scribed and withdraw to the assigned stations. 

31. RECHECK BY MONITORS. Same as paragraph 
28 except that the readings will be entered in 
Column 3. The monitoring team leader reports 
the results to the group leader. 

32. REMOVAL OF AIRCRAFT. When the aircraft is 
affirmed a.s clean by the group leader, the pilot 
will taxi the aircraft from the washrack tu the 
“clean” area and park it. 

Phase IV 

33. MONITOR EACH VEHICLE AND UNIT OF EQUIP- 
MENT. Monitor each vehicle and unit of equip- 
ment used in the decontamination work. The 
monitoring team leader then advises the de- 
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contamination team leader of the units of equip- 
ment that require a washdown: 

a. Decontaminate the equipment as required. 
b. &monitor the equipment. 
c. When all equipment readings are reduced to 

a level within allowable limits, decontamination 
and monitoring personnel will then hose and 
rinse off each other and proceed to the CON- 
TROL POINT with their equipment. 

a. The readings of the dosage received during 
the exercise will be recorded by the individual 
on his PERSONAL RECORD OF RADIATION 
DOSAGES RECEIVED form. (See sample form 
below.) This form should remain in the pos- 
session of the individual. 

34. MONITOR PERSONNEL. The decontamination 
and monitoring personnel are monitored at the 
CONTROL POINT, while still in protective 
clothing to determine if further cleaning is neces- 
sary before removing the protective clothing. 

35. .REMOVAL OF PROTECTIVE CLOTHING. Pro- 
tective clothing can now be removed by all 
personnel. Appropriate procedures for the re- 
moval of protective clothing may depend upon 
the clothing used and the nature of the hazard. 
It is good practice to remove first those items 
most likely to be contaminated. Assistance by 
other persons can be very helpful. 

b. Organized groups should keep a permanent 
record copy of the individual doses for everyone 
in the organization. Because of the extremely 
low-level activity of the uranium-ore sand being 
used and the short periods of exposure, some 
dosimeters may not give satisfactory indication 
of dosage received. In this case, the monitoring 
leader may prepare a calculated dosage figure 
which the individual will enter on his personal 
dosage record form. 

c. This calculated figure, if used, can be based 
on the length of time the individual remained 
in the “hot” area and the average rate of radia- 
tion to which he was exposed. This will not 
eliminate the requirement for monitoring all 
personnel when leaving the “hot” area. 

a. It is important to keep from touching any 
protective clothing with bare hands, or allowing 
the protective clothing to rub against exposed 
skin or underclothing. The inside of each piece 
of protective clothing should be free of contam- 
ination. 

PERSONAL RECORD OF 

RADIATION DOSAGES RECEIVED 

ADDRESS 

b. Carefully remove head coverings with as 
little jarring as possible, as contamination could 
fall or drip onto the head, hair, neck, etc. 

c. Remove other pieces of clothing with equal 
care, working generally from the top and pro- 
ceeding downward. 

Date 
radiation 
received 

RADIATION DOSAGE 

Received this date Accumulated to date 

Roentgens Roentgens 

d. Pl,ace all removed protective clothing in a 
pile. 

-- 
#O/62 . OOf . UOI 
VW62 .003 .004 
vayi!x . 001 .005 

e. REMOVE GLOVES LAST. I I . I . 
36. FINAL MONITORING CHECK. Make a final 
monitoring check of the personal clothing worn 
under the protective clothing.and a thorough 
check of the body, head, neck, hands, feet, etc. 
If readings are above allowable limits, the mon- 
itoring team leader will determine the extent of 
further decontamination necessary such as a 
change of clothing, showering, etc. 

37. READ INDIVIDUAL DOSIMETERS. Individual do- 
simeter readings should now be taken from each 
member of the group. 
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38. CRITIQUE SEWON. Assemble all personnel 
and conduct the “critique” session immediately 
after the exercise while all events and actions 
are still fresh in the minds of the participants. 

a. The group leader should discuss his written 
comments and notations made during the plan- 
ning and execution of the exercise. 

b. After discussing his comments and notes 
for each operation, the group leader should 
permit ample time for suggestions, observations, 
and criticisms from team members. 

c. Particular attention should be given to: 
(1) The effectiveness of the protective 

clothing used. 
(2) The adequacy of the ‘water supply, 

amount used per aircraft, and methods to con- 
serve water. 

(3) Was the drainage satisfactory? If not, 
how can it be improved? 

(4) What techniques used were well exe- 
cuted? What techniques were used that were 
not satisfactory ? Reasons ? 

(5) Were th ere any problems encountered 
in trying to prevent cross-contamination ? 
Solution ? 

(6) Were any difficulties encountered in the 
monitoring and decontamination of personnel? 
Solutions ? 

(7) Did the security team have any situa- 
tion that could not be controlled? 

(8) How could facilities fur decontamination 
of personnel be improved, such as providing a 
field shower, etc.? 

(9) Was the marking of the danger area 
(“hot” area) satisfactory? 

(10) Were any soaps, detergents, or solvents 
used that were unsatisfactory? What appeared 
to work best? 

(11) Wer.e there any problems involving 
communication among group leaders, team 
leaders, and team members? 

(12) Were all personnel impressed with the 
primary importance of accomplishing the de- 
contamination work in a manner to provide the 
maximum protection for everyone concerned? 

d. Summarize and indicate how the next ex- 
ercise can improve on this one. 

e. Schedule the next exercise. 
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